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■ Introduction
The 3/4” return grille is styled to match our supply grilles.  The face bars are non-
adjustable and are available in either a horizontal (34RG-H) or vertical (34RG-V) 
position, factory set at either 0° or 45°, spaced on 3/4” centers.

The same hollow air-foil bars used on the supply grilles are used on the return air grilles.

The 34RG is available with or without an opposed blade damper (OBD).  The OBD 
assures even distribution of air across the grille face as well as positive volume control. 

■ Standard Features
 » 304 stainless steel
 » #4 satin polished finish
 » 3/4” blade spacing
 » Countersunk screwholes with #6 x 1.25” stainless sheet metal screws
 » Zero degree blade angle

■ Optional Features
 » 316 stainless steel
 » Anti-microbial white powder coat finish
 » Custom colors
 » 45 degree blade angle

■ Available Models
Standard Model Numbers Description Width (All Even Sizes) Height (All Even Sizes)

34RG-H 3/4” Return Grille - Horizontal 04” - 48” 04” - 72”
34RG-V 3/4” Return Grille - Vertical 04” - 48” 04” - 72”

34RGD-H 3/4” Return Grille with 
Damper - Horizontal 04” - 48” 04” - 72”

34RGD-V 3/4” Return Grille with 
Damper - Vertical 04” - 48” 04” - 72”
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DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.
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STAINLESS STEEL

JOB NAME

550H-0
RETURN GRILLE

STANDARDS:
□  304 Stainless Steel
□  #4 Satin Finish
□  0.75 Blade Spacing
□  0 Degree Blade Angle
□  Countersunk Screwholes with Stainless
     Steel #6 x 1.25" screws  

OPTIONS:
□  316 Stainles Steel
□  Anti-microbrial White Powder Coat Finish
□  Custom Colors
□  Custom Blade Spacing
□  Custom Blade Angle

SURFACE MOUNT
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DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.
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STAINLESS STEEL

JOB NAME

550H-0
RETURN GRILLE
W/ S-44 OPPOSED BLADE DAMPER

STANDARDS:
□  304 Stainless Steel
□  #4 Satin Finish
□  0.75 Blade Spacing
□  0 Degree Blade Angle
□  Countersunk Screwholes with Stainless
     Steel #6 x 1.25" screws  

OPTIONS:
□  316 Stainles Steel
□  Anti-microbrial White Powder Coat Finish
□  Custom Colors
□  Custom Blade Spacing
□  Custom Blade Angle
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DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.
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STAINLESS STEEL

JOB NAME

550V-0
RETURN GRILLE

STANDARDS:
□  304 Stainless Steel
□  #4 Satin Finish
□  0.75 Blade Spacing
□  0 Degree Blade Angle
□  Countersunk Screwholes with Stainless
     Steel #6 x 1.25" screws  

OPTIONS:
□  316 Stainles Steel
□  Anti-microbrial White Powder Coat Finish
□  Custom Colors
□  Custom Blade Spacing
□  Custom Blade Angle
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DAMPER
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DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.
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STAINLESS STEEL

JOB NAME

550V-0
REUTRN GRILLE
W/ S-44 OPPOSED BLADE DAMPER

STANDARDS:
□  304 Stainless Steel
□  #4 Satin Finish
□  0.75 Blade Spacing
□  0 Degree Blade Angle
□  Countersunk Screwholes with Stainless
     Steel #6 x 1.25" screws  

OPTIONS:
□  316 Stainles Steel
□  Anti-microbrial White Powder Coat Finish
□  Custom Colors
□  Custom Blade Spacing
□  Custom Blade Angle
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