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■ Introduction
The 3/4” filter return grilles have fixed horizontal blades (parallel to width/first specified 
dimension) spaced on 3/4” centers with 45° straight face deflection.  The grille core is 
secured to the face of the outer frame with stainless steel 1/4-turn fasteners, allowing 
quick removal for cleaning or changing the filters.  The streamlined blades and opened 
spacing maintain a minimum effective free area of 50%, which minimizes intake 
velocity, reduces inlet pressure, and provides quiet operation.  

The 34FRG is available with or without an opposed blade damper (OBD).  The OBD 
assures even distribution of air across the grille face as well as positive volume control. 

■ Standard Features
 » 304 stainless steel
 » #4 satin finish
 » 1” filter rack
 » Quarter turn fasteners
 » Zero degree blade angle

■ Available Models
Standard Model Numbers Description Width (All Even Sizes) Height (All Even Sizes)

34FRG 3/4” Filter Return Grille 04” - 48” 04” - 72”

34FRGD 3/4” Filter Return Grille 
with Damper 04” - 48” 04” - 72”
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DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.
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STAINLESS STEEL

JOB NAME

SSFG 550H-45
STAINLESS STEEL FILTER GRILLE
W/ S-44 OPPOSED BLADE DAMPER
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Grille

3.00
TYP

 NOMINAL + 1.558 
 NOMINAL + 2.75 

 N
O

M
IN

A
L 

+ 
1.

55
8 

 N
O

M
IN

A
L 

+ 
2.

75
 

FACE VIEW

 1.05 
 2.12 

0.75 BLADE
SPACING

 N
O

M
IN

A
L 

- 0
.5

" 

 N
O

M
IN

A
L 

- 0
.0

62
5"

 

  SPACE FOR FILTER 

SECTION A-A

THIS DRAWING INFORMATION IS THE SOLE PROPERTY OF A-J MFG. CO., INC.  
ANY REPRODUCTION IN PART OR WHOLE WITHOUT THE WRITTEN PERMISSION 
OF A-J MFG. CO., INC. IS PROHIBITED. PROPRIETARY AND CONFIDENTIAL

DRAWING NAME

DIMENSIONS ARE IN INCHES/LBS UNLESS OTHERWISE SPECIFIED.
DIMENSIONS IN PARENTHESIS ARE FOR REFERENCE ONLY.
TOLERANCES: ANGULAR; MACH  1 , BEND  1 ; TWO DECIMALS  .03; 
THREE DECIMAL  .010; THREE DECIMALS FOR LASER  .005.
REMOVE ALL SHARP EDGES AND BURRS.

DRAWN MATERIAL

CHKD

APRVD

FINISH

SIZE

ENGINEER

CONTRACTOR

TAG QTY
austin

REV #

SHT 1 1/

SCL

DO NOT
SCALE

1:8

STAINLESS STEEL

JOB NAME

SSFG 550H-45
STAINLESS STEEL FILTER GRILLE

SURFACE MOUNT

■ Optional Features
 » 316 stainless steel
 » Antimicrobial white powder coat finish
 » Custom colors
 » Other fastening options


